The connection between the 2 cans:
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The crossover wiring diagram:
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The tweeters sounded a little loud compare to the bass/midrange speakers so I reduced the tweeters with 4 dB with two MOX risistors :
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If you can not find the values of the resistors than take the closest values.

Speakers:

	SP-8A/200PA
	  


	OrderNo.10.2840
	
	 

	

	PA midrange speaker, 400WMAX, 8 Ohm
Midrange speaker for compact 3-way PA systems of high power capability and wide radiation range. 
Technical datasheet
Impedance (Z)
8 Ohm 
Free air resonance (fs)
90Hz 
Max. frequency range
f3–7,000Hz 
Rec. crossover freq. (fmax.)
4,000Hz 
Music power
400W 
Power rating (P)
200WRMS 
SPL (1W/1m)
97dB 
Suspension compl. (Cms)
0.16mm/N 
Moving mass (Mms)
19.5g 
Mech. resistance (Rms)
2.1kg/s 
Mech. Q factor (Qms)
5.26 
Electr. Q factor (Qes)
0.54 
Total Q factor (Qts)
0.49 
Equivalent volume (Vas)
10 l 
RDC DC resistance (Re)
6.5 Ohm 
Voice coil induct. (Le)
0.65mH 
Voice coil diameter
50mm 
Voice coil former
Kapton 
Voice coil winding height
11mm 
Air gap height
7mm 
Linear excursion (X)
±2mm 
Eff. cone area (Sd)
214cm² 
Volume displacement (Vd)
42.8cm³ 
Force factor (BxL)
11.5Tm 
Reference efficiency (No)
1.3% 
Magnet diameter
140mm 
Magnet weight
39oz. 
Mounting cutout
ø 185mm 
Mounting depth
107mm 
Dimensions
ø 210mm 
Weight
3.5kg 
Rec. net cabinet volume
closed
9 l 
bass-reflex
20 l 
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Tweeters:

	MHD-230/RD
	  


	OrderNo.10.3430
	
	 

	

	Horn tweeter, 80WMAX, 8 Ohm
Horn tweeters of high manufacturing quality with stable plastic horns, mainly made of ABS, in some cases glass fibre reinforced.
Perfectly manufactured round horn with extra high efficiency and excellent radiation, for all DJ and PA applications up to professional use. Replacement voice coil MHD–230/VC is available at option.
Technical datasheet
Impedance (Z)
8 Ohm 
Free air resonance (fs)
1,100Hz 
Max. frequency range
fx-16,000Hz 
Rec. crossov. frequ. (fmax.)
4,000Hz 
Music power
80WMAX 
Power rating (P)
40WRMS 
SPL (1W/1m)
109dB 
Radiation angle (vert./hor.)
60°/60° 
Voice coil diameter
25mm 
Magnet diameter
80mm 
Mounting cutout
ø 90mm 
Mounting depth
120mm 
Dimensions
ø 120mm 
Weight
0.9kg 
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I hope you understand all this because my english is not very good, but if you have any questions than mail me at albertj24@hotmail.com.
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